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Model Number:                                  BIOS Version:                             
         

Serial Number:                                  Application Version:                    

This Ad-Maestro has been tested and configured for use with:
Network 1
Network 2

This Ad-Maestro has the following internal demodulators:
Model J2 J3 Notes

Network 1
Network 2

The NETWORKNETWORK 1 Parameters:
Up to 64 events with keypad Event 1 Event 2 Event 3 Event 4
Mode
Days ON
Time ON
Time OFF
Beginning Spot
Ending Spot
Start Tone
Start GPI
Stop Tone
Stop GPI
PreRoll Frms
Post Roll Frms
Avail Time
Com Fault
Com End
Net Audio
Com Audio
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The NETWORKNETWORK 2 Parameters:
Up to 64 events with keypad Event 1 Event 2 Event 3 Event 4
Mode
Days ON
Time ON
Time OFF
Beginning Spot
Ending Spot
Start Tone
Start GPI
Stop Tone
Stop GPI
PreRoll Frms
Post Roll Frms
Avail Time
Com Fault
Com End
Net Audio
Com Audio

The DEVICEDEVICE parameters are set up as follows:
Device Type
Auto Sense Tape
Spool Frames
Backup Frames
Park Tone
Park GPI
Park Frames
Park Time-out
Switch Tone
Switch GPI
Rewind Tone
Rewind GPI
Rewind Time
All of these parameters are adjustable. These were the settings used to test and verify
operation of the Ad-Maestro.
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Tested By:                                                       


